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Amphenol LTW Cable Joiner for Renewable Energy Market

Simple and reliable cable interconnections were always a wish of PV System installers. With Amphenol LTW new Cable
Joiner, designed and developed with such requirements in mind, this wish come true! Introducing new Cable Joiner,
available in several options to meet various cable OD and wire sizes, following latest requirement for safety locking.
Installation made quick and simple, using standard crimping butt terminals or screw terminal blocks.

Key Selling Factors Technical features
+ Simple and reliable cable interconnections + UV Resistant
* Meet various cable OD and wire sizes + IP 67 Waterproof
* Safety locking * Unlock with Tooling
* Quick installation: standard crimping butt * Cable OD Range 8mm~16mm

terminals or screw terminal blocks
* Wire Range 14AWG~ 10AWG

* Operating Temperature: -40°C~+105°C

* Terminals sold separately
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For further information. please contact :

B.C.E. S.r.I. - Via Regina Pacis, 54/¢ - Sassuolo (MO) - [ 41049 - Italy
About Amphenol LTW Tel.: 0536 811616 - Fax: 0536 811500 - Web: www.bce.it - E'mail: bce@bce.it

LTW Technology, established in 1993, is a professional designer and manufacturer of waterproof connectors. Since April of 2010, LTW
Technology was acquired by Amphenol Group and officially changed its company name to “Amphenol LTW Technology Co., Ltd.”. Amphenol
LTW has actively devoted to various outdoor and industrial applications by successfully developing high-end waterproof connectors to meet
strict requirements; also has many worldwide patents and certification such as ISO 14001. 1SO 9001 and NMEA 2000...etc.. Now Amphenol
LTW is not merely a supplier of waterproof connectors but also a solution provider in diversified market segments.

Innovation in Waterproof Solution

* Design and specifications are subject to change without notice.



