
Most Effective Solution for High-Speed Portable Applications
0.5mm Pitch 2 Piece Connector for Micro Coaxial Cable
(Ultra Small Solderless IDC Type)

SSL SERIES
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� Product Table / Dimensions
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0.5mm PITCH 2 PIECE CONNECTOR FOR MICRO COAXIAL CABLE (ULTRA SMALL IDC TYPE)
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0.5mm PITCH 2 PIECE CONNECTOR FOR MICRO COAXIAL CABLE (ULTRA SMALL IDC TYPE)
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� Product Table / Dimensions 
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SSL SERIES
0.5mm PITCH 2 PIECE CONNECTOR FOR MICRO COAXIAL CABLE (ULTRA SMALL IDC TYPE)
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A B C D E

10 SSL0�-10L3-����
32.0 28.4 14.2 7.3 11.7

20 SSL0�-20L3-���� 32.0 28.4 14.2 12.3 16.7

30 SSL0�-30L3-���� 44.0 40.4 20.2 17.3 21.7

40 SSL0�-40L3-���� 44.0 40.4 20.2 22.3 26.7

Part Number 

� Product Table / Dimensions  
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20 32.0 28.4 14.2 10.6 17.5

30 44.0 40.4 20.2 15.6 22.5

40 44.0 40.4 20.2 20.6 27.5
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A-17
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tape
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Embossed
tape
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Packaging Specification

Mating Cross-Section Drawing

SSL SERIES
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Carrier tape SSL0�-��L3-���� Carrier tape SSL0�-��S-����

Packaging specification

Lead tape length

Exfoliation strength(Top cover tape)

Lead tape length

Packaging specification
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�1.5 (0.059         )

Direction of product
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Unit:mm(inch)

Direction of travel

Trailer area
(No product)

Additional leader area
(Empty carrier tape)

400(15.748)min.

Additional leader area
(Empty carrier tape)

Area contains product
(Loaded carrier tray)

Conforms to JIS C0806-3 standard

160(6.299)min

Exfoliation strength(Top cover tape)

Direction of travel

Trailer area
(No product)

Area contains product
(Loaded carrier tray)

0.5mm PITCH 2 PIECE CONNECTOR FOR MICRO COAXIAL CABLE (ULTRA SMALL IDC TYPE)

Horizontal Mating Stacked Mating

SSL20-�� S�
(Plug) SSL20-��S�

SSL0�-��S-����

PCB
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SSL0�-��L3-����
(Receptacle)

#40 AWG
(Micro Coaxial Cable)
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� Product Table / Dimensions  
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Wiring Diagram
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CABLE ASSEMBLY STYLE

*Please contact your local sales office for inquiries regarding cable length and tolerance.
*Laminated tape is designed to be a little wider than the cable width. Please contact your local sales office for further details.

� Product Table / Dimensions  
No.of 
contacts
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Part Number 

SSL20-10SSB-���.�-C�(�)

SSL20-20SSB-���.�-C�(�)

SSL20-30SSB-���.�-C�(�)

SSL20-40SSB-���.�-C�(�)
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11.5

(0.453)
16.5

(0.650)
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10.1
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15.1
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19.5
(0.768)

SSL SERIES

SSL SERIES CABLE ASSEMBLY

Wiring Code : Pin 1 to Pin 1 Wiring Code : Pin 1 to Pin n
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0.5mm PITCH 2 PIECE CONNECTOR FOR MICRO COAXIAL CABLE (ULTRA SMALL IDC TYPE)
SSL SERIES

300
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150
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˚C

Temperature

Time

60 to 120 sec.
Pre-heating

60 sec. max.
Reflow 

240˚C max.

Recommended Soldering Conditions (SMT type)
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