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Specifications

8840/8850/8855 SERIES

I/O CONNECTOR

Cover for Straight Cable Exit
8840S-���-CVR

  No. of contacts
  20,28,34,50,60,68,80

   Cover for Straight Cable Exit(100pin)

8840S-100-�-CVR

  Mounted panel thickness
  1 : No panel
  2 : 0.8~1.0mm
  3 : 1.6mm

Cable Plug
8855-���-174� �-F

Selective plating
D : 0.25   m min.

  Recommended Cable
  See recommended Cable
  mentioned under.

  No. of contacts
  20,28,34,50,68,80
  and    100.

Connector
Insulator : Glass-filled 66 Nylon(UL94V-0)
Contact : Copper alloy
Plating : Mating area ; Gold over Nickel

Terminal area ; Gold over Nickel (8840/8855)
Tin copper over Nickel (8850)

8840 Series D-Shaped shell :
Material ; Steel
Plating ; Nickel over Copper
Current rating : 0.5A per contact
Contact resistance : 30m    max.
Dielectric resistance : 650V AC for 1 minute
Insulation resistance : 1,000M    min. at 500V DC
Operating temperature : -55�C~+85�C
Recommended Cable : #28 AWG(7/0.127)
Outer diameter of insulation : 0.58mm

Cover and accessories (Materials and plating)
Diecast cover :
Zinc alloy(20-80 pins),
Aluminum(100 pin),
Plating : Nickel over Copper
Spring lock :
Stainless steel
Lock screw :
Steel with Nickel over Copper plating
Cable clamp :
Straight out : Stainless steel
Horizontal out : Steel with Nickel over Copper plating
Lock nut :
Steel with Nickel over Copper plating

Connector
                                     8840-���-174 � �-F
  
  Series : Receptacle

  No. of Contacts.
  20,28,34,50,60,68,80,100

  Contact style : 174

  Recommended Cable
  See recommended
  Cable mentioned under.

  Selective plating
  D : 0.25  m min.
  

Board Mounted Plug
                                     8850-���-170 � �-F
  Series : plug

  No. of contacts
  20,28,34,50,60,68,80
  and    100.

  Terminal Style
  L : Right angle
  S : Straight

  Selective Plating
  D : 0.25   m min

Lock Nut(100pin connector only)
                                     8850-SR-��
  Panel thickness
  01 : No panel
  02 : 0.8~1.0mm
  03 : 1.6mm
  05 : 0.8mm
  (Lock nut are sold in pairs)

  *Recommended cable
   A: #28 AWG (7/0.127) Discrete wires
   B: #28 AWG (7/0.127) Laminated wires
   F : #28 AWG (7/0.127) Flat cable (8855 only)

  100 pin of 8855 and 8850 : Please specify lock nut when you ordering

Order Code

F : RoHS Compliance

F : RoHS Compliance

F : RoHS Compliance



8840 Series (20, 28, 34, 50, 60, 68, 80 pins) Straight Receptacle Cable Exit 

8840 SERIES

I/O CONNECTOR ( RECEPTACLE )
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8840-050-174�D-F
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� Dimensions 
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(2.050)
59.70
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(2.161)
62.50
(2.461)

No.of 
contacts

Number of
packaging

15

13

11

9

8

7

7

Pipe

Packaging
style

identification

Polarity

A
B

C
D
E

1.27(0.050)pitch

0.9(0.035) 0.9(0.035)

X´

X

2-M2.5(0.098)

  2-M2.5
   (0.098)

10.7(0.421)
5.9(0.232)

3±0.5
(0.118±0.020)

10
.5

(0
.4

13
)

7.
3(

0.
28

7)

5.
8(

0.
22

8)

0.
4(

0.
01

6)

1.
90

5(
0.

07
5)

1.
90

5(
0.

07
5)

1.
90

5(
0.

07
5)

5.
71

5±
0.

05
(0

.2
25

± 0
.0

02
)

E±0.1

Re
f.1

0.
5

(0
.4

13
)

1.
90

5±
0.

05
(0

.0
75

±0
.0

02
)

1.
90

5±
0.

05
(0

.0
75

±0
.0

02
)

B±0.15(0.006)

B±0.1(0.004)

7.
6±

0.
1

(0
.2

99
±0

.0
04

)

FR1.4(0.055)

2.
8(

0.
11

0)

Ref.6.075(0.239)

Pins-   0.8min.(0.031)
2-   2.8 ± 0.1(0.110±0.004)

5.
71

5±
0.

05
(0

.2
25

± 0
.0

02
)

E±0.1(0.004)
B±0.15(0.006)

Ref.A

Pins-   0.8min.(0.031)
2-   2.8 ± 0.1(0.110±0.004)

1.27±0.05(0.050±0.002)

1.27±0.05(0.050±0.002)

(0.004)

Re
f.1

0.
5

(0
.4

13
)



� Product Table
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28,34,60,68,80 pins

� Dimensions 
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� Dimensions 
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� Product Table

8855-100-174�D-F

Number of
packaging

5

Pipe

Packaging
style

No.of
contacts

100
Part Number

(1.315)

(1.515)

(1.665)

(2.065)

(2.315)

(2.515)

(2.815)

(1.079)

(1.279)
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(0.517)
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51.23
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26.68

30.49
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52.08
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21.81
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42.13
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8855-���-174�� Cable Plug Order Code
8855-���-174 � D F -���-� � �



8855-���-174 F D F-��� �-�� (C)
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