


Product Features:
•  0.8mm Pitch and 38 Pins
•  High speed SMT connector
•  Lightpipe options
•  Heatsink options for thermal dissipation
•  Offers 4 channels for up to 10/20/40Gbps 
   data rates
•  Support 40Gbps Ethernet and 40Gbps 
   InfiniBand QDR 
•  Direct attach copper cable
•  Compliant with SFF-8436

Product Features:
•  Stacked cages with optimized heat dissipation
•  Newly designed thermal vent holes and heatsink options 
•  Same footprint as QSFP+
•  Advanced signal integrity than standard QSFP+
•  Offers 4 channels for 40Gbps data rates
•  Supports 40Gbps Ethernet and 40Gbps InfiniBand QDR
•  Compliant with SFF-8436

Recommended Applications:
•  Switches
•  Routers
•  HBA (Host Bus Adapter)
•  HPC (High Performance Computing) 
•  Enterprise Storage
•  High-density & High-speed I/O

Product Features:
•  0.8mm Pitch and 20 Pins
•  Lightpipe options
•  Supports 25Gbps Ethernet and 16Gbps Fiber Channel
•  Same mating interface and EMI cage dimensions as SFP+
•  Two options for EMI containment:
   EMI metal gasket and EMI elastic gasket
•  Compliant with SFF-8402

Recommended Applications:
•  Switches
•  Routers
•  HBA (Host Bus Adapter)
•  HPC (High Performance Computing) 
•  Enterprise Storage
•  High-density & High-speed I/O

Product Features:
•  0.8mm Pitch
•  84 Pins for single port and 168 Pins for dual port
•  High-speed and High-density connector
•  Offers 12 channels and achieves QDR of 10Gbps
   120Gbps of total bandwidth
•  Provides EMI elastic shielding
•  One-step placement to PCB
•  Compliant with SFF-8642

Recommended Applications:
•  Blade Server

•  Data Center

•  Networking Switch and Router

•  Storage Systems

•  HPC (High Performance Computing)

Product Features:
•  0.8mm Pitch and 38 Pins
•  Lightpipe and Heatsink options
•  Offers 4 channels for 28Gb/s to 40Gb/s data rates
•  Supports 100Gbps Ethernet and 100Gbps InfiniBand EDR
•  Backward compatible with QSFP+ optical modules and 
   cable assemblies
•  Identical mating interface as QSFP+ connectors
•  Excellent heat dissipation with newly designed thermal heat 
   vent holes and heatsink options
•  Compliant with SFF-8665 

Recommended Applications:
•  Switches
•  Routers
•  HBA (Host Bus Adapter)
•  HPC (High Performance Computing) 
•  Enterprise Storage
•  High-density & High-speed I/O

Product Features:
•  0.6mm Pitch and 56 Pins
•  Support 40Gb/s & 100Gb/s interfaces for Ethernet 
•  Transmission speed: 4 x 25Gb/s and 4 x 10Gb/s
•  1X1, 1X2 & 1X4 Cage
•  Heatsink and Lightpipe Options
•  Belly-to-Belly Configuration
•  Compliant with CFP MSA 

Recommended Applications:
•  Switches
•  Routers
•  HBA (Host Bus Adapter)
•  HPC (High Performance Computing)
•  Enterprise Storage
•  High-density & High-speed I/O

Product Features:
•  0.8mm Pitch and 20 Pins
•  High-speed SMT connector
•  Lightpipe options
•  Heatsink options
•  Two options for EMI containment:
   EMI metal gasket and EMI elastic gasket
•  Hot-swappable
•  Active and passive copper cable available
•  Compliant with SFF-8083

Recommended Applications:
•  Telecommunication and Data Communication
•  10 Gbps Ethernet Networking Switch and Router
•  8 Gbps Fiber Channel
•  OC192/STM-64
•  Computer Server

CFP4 Series  •  QSFP28 Series  •  SFP28 Series  •  CXP Series  •  QSFP+ Series  •  QSFP + Enhance Series  •  SFP+ Series  •  SFP Series  •  XFP Series   •   InfiniBand Series  •  Micro D Series   •  VHDCI & SCSI Series   •   External PCI-Express Series   •   External Mini SAS Series  •   CFP4 Series  •  QSFP28 Series  •   SFP28 Series  •   CXP Series  •  QSFP + Series  •  QSFP+ Enhance Series  •  SFP+ Series  •  SFP Series  •   XFP Series  •   InfiniBand Series  •   Micro D Series   •   VHDCI & SCSI Series  •  External PCI-Express Series  •  
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