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Electronic Components



® M23 for power

Material and spec

Shell material

Zinc alloy with nickel plating

Contact material Brass with gold plating
Insert material PAG66
Insulation resistance >10"mQ
Termination Crimp
Temperature range -40C~+125C
Mating cycle 1000

Cable outer diameter range

I: 4-8mm (Special order) II: 8-13mm (Standard) III: 12-17mm (Special order)

IP rating

P67

Coupling

Threaded coupling

If more than one M23-for-power connector is used on same device, 6 different colored rubber rings are designed to avoid mismatching and mismating.

Male contact
cable connector

M23DJ TK

Number of contact— L colour
Gray: GY (Standard)

Black: BK (Special order), Orange: OG (Special order)
Blue: BU (Special order), Green: GN (Special order)
Purple: PL (Special order)

Cable outer diameter range
1: 4-8mm (Special order) 1I: 8-13mm (Standard)
111: 12-17mm (Special order)

S:Shield
U:Unshielded

Female contact
cable connector

M23DK TK
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Male contact
square flange receptacle

M23DJ Z

Number of contact Colour

Gray: GY (Standard)
Black: BK (Special order), Orange: OG (Special order)
Blue: BU (Special order), Green: GN (Special order)
Purple: PL (Special order)
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square flange receptacle
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M23 for power contact arrangement and spec
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M23 contact spec

8A Crimp contact

3% Contact diameter: @1

8A Male crimp contact

0.25-1.0mm? AWG 23-17 YJ1-20.7-1.0AU CT-W26/12

3% Material: Brass with gold plating

8A Female crimp contact
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m ] 0.25-1.0mm? AWG 23-17 YK1-19.4-1.0AU CT-W26/12
28 AJE G $T 28A Crimp contact
28A Male crimp contact
Contact diameter: (32
- i 0.75-2.5mm?> AWG 18-13 YJ2-24.1-2.5AU CT-W26/12
MR EES
2.5-4mm? AWG 13-11 7mm YJ2-24.1-4.0AU CT-W26/12

Material: Brass with gold plating
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28A Female crimp contact

0.75-2.5mm?* AWG 18-13 YK2-22.2-2.5AU CT-W26/12
2.5-4mm? AWG 13-12 7mm YK2-22.2-4.0AU CT-W26/12

Crimp tool

For crimping the male / female
contacts

CT-W26/12 0.13-3.33mm?




® M23 for signal

Material and spec
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Shell material Zinc alloy with nickel plating

Contact material Brass with gold plating

Insert material PA66

Insulation resistance 9. 12 pins: >10"mQ 17. 19 pins: >10°mQ
Termination Crimp

Temperature range -40C~+125C

Mating cycle 1000

1: 4-8mm (Special order)
Cable outer diameter range 11: 8-13mm (Standard)
111: 12-17mm (Special order)

IP rating 1P67

Coupling Threaded coupling

Male contact
cable connector

M23S] TK

Number of contact L Coded chuck (See P7)
N: Gray (Standard), S:Black (Special order)
H: Orange (Special order), X: Blue (Special order)
Y: Green (Special order), Z: Purple (Special order)
Cable outer diameter range
1: 4-8mm (Special order) 1I: 8-13mm (Standard)
k 111: 12-17mm (Special order)
S:Shield
U:Unshielded

Female contact
cable connector

M23SK TK




Male contact
square flange receptacle

M23S] Z_

Panel cutout

Number of contact

Coded chuck (See P7)

N: Gray (Standard), S:Black (Special order)

H: Orange (Special order), X: Blue (Special order)
Y: Green (Special order), Z: Purple (Special order)

Female contact
square flange receptacle

M23SK_Z
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angled cable connector
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M23 for signal contact arrangement and spec
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Gray is standard color, other colors are special order.




M23 for signal contact spec

8A Crimp contact

% Contact diameter: 0 1

% Material: Brass with gold plating
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8A Male crimp contact

0.08-0.56mm? AWG 28-19 YJ1-17-0.56AU CT-W32/20
0.14-1mm?  AWG 26-17 4mm YJ1-17-1.0AU CT-W26/12
1-1.5mm? AWG 17-18 4mm YJ1-17-1.6AU CT-W26/12
8A Female crimp contact
0.08-0.56mm? AWG 28-19 YK1-16.4-0.56AU CT-W32/20
0.14-1mm? AWG 26-17 4mm YK1-16.4-1.0AU CT-W26/12
1-1.5mm?  AWG 17-16 4mm YK1-16.4-1.56AU CT-W26/12

10A Crimp contact

3% Contact diameter: 1.5

3% Material: Brass with gold plating
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10A Male crimp contact

0.14-1mm? AWG 26-17 YJ1.5-16.6-1.0AU CT-W26/12

10A Female crimp contact

0.14-0.56mm* AWG 26-19 YK1.5-16.3-0.56AU CT-W26/12

0.56-1mm? AWG 18-17 4mm YK1.5-16.3-1.0AU CT-w26/12

20A Crimp contact

3% Contact diameter: 2

3% Material: Brass with gold plating
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20A Male crimp contact

0.75-2.5mm? AWG 18-13 YJ2-16.8-2.56AU CT-W26/12

20A Female crimp contact

0.75-2.5mm?® AWG 18-13 YK2-16.6-2.5AU CT-W26/12

Crimp tool

For crimping the male / female
contacts

CT-W26/12 0.13-3.33mm?

CT-W32/20 0.03-0,52mm?
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IP67
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M23 Series
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