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Characteristics

) Straight type

o

Insertion Loss

Frequency(GHz)

Features

GSGGSGG pin assignment and multiple
ground contacts minimize signal coupling.
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Specifications

] Right-angle type
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Insertion Loss

Frequency(GHz)

Lock mechanism has click feeling and

easy operation.

Lock mechanism

Pitch
(signal contacts)

1.5 mm*
*0.5 mm pitch on board side

Non-magnetic type
available

Contact: Au plating
Shell: Sn plating

Signal contacts

8 lines (24 pins*)
12 lines (36 pins*)

(*board side contacts)

Dielectric
withstand voltage

200V AC for 1 minute

Mated dimensions
(WXDXH) (mm)

[Straight]
12 lines:22.7X4.6X12.0
[Right-angle]

8 lines:17.0X12.46X4.25
12 lines:23.0X12.46X4.25

:::;'t::zz 100MQ min. at 250V DC
Rated current | 1.0A /pin
Durability | 100 cycles
100mQ max.

Contact resistance

(Except cable resistance)

Applicable cable

Board side | Straight(12 lines)
connector | Right angle(8, 12 lines)
Lock mechanism | Available
AWG28

(TOTOKU ELECTRIC CO., LTD.)

Mounting

SMT

Operating |00 4 105°C
temperature
Frequenc i 0 (Eli
QUeNcy | RF / single-Ended)
vswr | 13 MAX.(DC to 3GHz)

1.5 MAX.(3 to 6GHz)

Since this product is under development, specifications and dimensions are subject to change without notice.
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B.CE.s.rl.
Via Regina Pacis, 54/c - 41049 SASSUOLO (MO) Italy

Tel. +39 0536 811.616 r.a. - Fax +39 0536 811.500

Importahon & Distribution
Electronic Components

www.bce.it - E-mail: bce@bce.it
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