
 
PFNo.WDC-2301-A-K  

S in ce t h i s  p roduct  i s  under  deve l opmen t ,   
spec i f i ca t i on s  and d imens i on  a re  subjec t  t o  change wi t hout  not i ce .    

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

pitch 2.0 mm 

Pin count 2 Line 16pin  

Operating 
temperature -55～105℃ 

Current rating  3A / 1PIN 

Contact plating Contact Point: Au plating 
Crimp point: Sn plating 

Durability of insertion 
& withdrawal 50 times 

Cable  AWG 26 
Outer diameter φ1.3～1.7 mm 

Water proof level IP67 

Water proof + drawer Function 

UNDER DEVELOPMENT 

*1 Other specifications will be determined by evaluation test  

Production Specification *1 

Water proof 
 Prevention of inundation 

Suitable for outdoor usage 

Drawer 
 Improve workability of connector 
 connection 

Product appearance   

Drawer connector with water proof function Feature  

2.0mm Pitch 
Water proof drawer connector 

Floating function 
±1.0mm 2 points contact 

Mating guide 
1.5 mm 
(XY direction) 

Mating guide 
angle 5 degree  
(XY direction) 
 

It is prohibited that this area 
is flooded 

Inundation area 
(Rain or others) 

Do not go through 
the screw hole 

Waterproofed 
point 

When mating, 
Water proof 

function works 

Waterproofed point（ex: Fan unit） 

  


